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*Required safety transformer as per EN 61558-2-6 not included in scope of delivery

LED machine and workshop lighting

> Electrical connection 230 V ~ 50Hz or DC 24V > LED service life > 60 000 h

> Colour temperature neutral white 5 000 K > Vibration-proof at 10 to 55 Hz (amplitude 0.35 mm), shockproof up to 50 g

> Safety glass > Degree of protection IP65, protection class I (operation with PE connection)

> Robust, high-luminosity machine lamp > Operating mode: Continuous operation

> Aluminium housing with black side parts > Maximum permissible ambient temperature Tmax. 50 °C

> Reflection angle 120° (reflector) > Bracket-mounted, swivel angle ± 45°

Model MWL 1 MWL 2 MWL 3 MWL 4
Article no. AC230V 3351030 3351031 3351032 3351033

Article no. DC24V 3351040* 3351041* 3351042* 3351043*

Output 28 Watts 56 Watts 84 Watts 112 Watts

Lamp length 340 mm 630 mm 920 mm 1 210 mm

Luminosity (Lumen) 3 456 Lm 6 800 Lm 10 300 Lm 13 600 Lm

Machine lamps

Robust machine lamps for individual use:
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Diese Leuchte enthält
eingebaute LED-Lampen.
This luminaire contains
built-in LED lamps. 

Die Lampen können in der 
Leuchte nicht ausgetauscht 
werden.
The lamps cannot be 
changed in the luminaire. 

874/2012

MBLV

Model LED workbench lamp WBL 3

Article no. 3351062

> Electrical connection 3 x 1 Watt LED / 230 V ~50 Hz

> Luminosity 390 Lm

> Colour temperature: 5 600 - 6 000 K

> Articulated arm with sleeve for best possible mobility

> Excellent positional stability

> Swivel head

> Impact-proof, easy-to-clean plastic housing

> Arm length 520 mm

> IP Degree of protection: IP20

> Magnetic base, fixing bracket

> Integrated transformer

Swivel head

Model LED magnifying lamp MBLV

Article no. 3351090

> Electrical connection 14 W / 230 V ~50 Hz

> Large magnifying glass: 125 mm diameter

> Luminosity dimmable 10 - 100 %

> Joint easily adjustable and lockable thanks to clamp screw

> Pleasant, glare-free light

> Articulated arm length 830 mm

> IP Degree of protection: IP20

> Magnifying lamp with 1.5x optical magnification

Model Machine lamp LED 3-500

Article no. 3351010

> Electrical connection 3 x 1 W LED / 230 V ~50 Hz

> Colour temperature: 4 000 - 4 500 K

> Made of oil-resistant and impact proof plastic

> No impairment of the service life through vibration or knocks

> Optimum mobility of the articulated arm

> IP degree of protection IP64 (dust and splash-water protected)

> Lifetime 60 000 operating hours

> Low exterior temperature; lubricants and coolants do not burn on

> Mains supply cable approx. 1.2 m

> Energy-saving and durable machine lamp
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LED machine and workshop lamp

> Electrical connection 6 x 2 Watt LED / 230 V ~50 Hz > Base bracket-mounted, rotates through 310°

> Luminosity 1,020 Lm > Maximum permissible ambient temperature Tmax. 50 °C

> Colour temperature: 5,600 - 6,000 K > LED service life > 60,000 hours

> Robust and powerful articulated machine lamp > Degree of protection IP65, protection class I (operation with PE connection)

> State of the art LED technology > Aluminium housing

> Low exterior temperature; lubricants and coolants do not burn on > Swivel head

> Reflection angle 60° (reflector)

Model MWG 6-100
Article no. 3351051

Base size: 70 x 70 mm

Model MWG 6-600
Article no. 3351052

Base size: 70 x 70 mm
Arm length: 400 mm
Arm type: swivelling

Model MWG 6-720
Article no. 3351053

Base size: 70 x 70 mm
Arm length: 800 mm
Arm type: swivelling

Machine lamps
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Coolant accessories
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Designation Size Article no.

Coolant hose set
2 units articulated hose; 300 mm

2 units round nozzles, 1 unit shut-off valve
1 unit magnetic base

1/4" 3356700

 ½" 3356801

Coolant hoses
4 units articulated hose; 150 mm

 1/4" 3356701

Coolant hose set
2 units articulated hose; 150 mm

2 units NPT coupling 1/4" and 1/8"
3 units round nozzle 1/16" / 1/8" / 1/4"

1 unit flat nozzle

 1/4" 3356702

Coolant hose set
2 units articulated hose; 150 mm

2 units NPT coupling 1/4" and 1/8"
3 units round nozzle 1/16" / 1/8" / 1/4"

½" 3356802

Coolant hose set
2 units articulated hose; 150 mm

2 units NPT coupling 1/4" and 1/8"
2 units round nozzle 1/8"/ 1/4",

2 units shut-off valve

 1/4" 3356703

Grips
 1/4" 3356710

 ½" 3356810

Articulated hose
Hose roll

15 metres

 1/4" 3356711

½" 3356811

Circular nozzles
 1/4" 3356712

 ½" 3356812

Flat nozzles
5-hole
5 units

 1/4" 3356713

½" 3356820 

Flat nozzles
5 units

 1/4" 3356714

½“ 3356813

Flat nozzle
75 mm wide

2 units

 1/4" 3356715

½" 3356814

Connector
Threaded connection RP3/8"

5 units

1/4 " 3356716

½" 3356815

Connector
Threaded connection RP½"

5 units
½" 3356816

Y connector
5 units 1/4"
2 units ½"

 1/4" 3356717

½" 3356817

Cap
5 units

 1/4" 3356718

½" 3356818

Shut off valve for articulated 
hose

2 units

Threaded connection RP1/4"  1/4" 3356719

Threaded connection RP½" ½" 3356819

Coolant accessories
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Designation Size Article no.

Coolant hoses basic equipment
1/4" - No. 1

> 8 units articulated hose 150 mm 
> 2 units each round nozzle 1/16" / 1/8" / 1/4",
> 2 units NPT coupling 1/4" and 1/8",
> 1 unit flat nozzle,
> 1 unit Y-distributor,
> 2 units shut-off valve inside and outside,
> 2 units shut-off valve inside - 1/4",
> 2 unit NPT extension,
> 1 unit magnetic base, 1 unit flexible sealing tape

 1/4" 3356704

Coolant hoses basic equipment
1/4" - No. 2

> 6 units articulated hose 150 mm 
> 2 units each round nozzle 1/16" / 1/8" / 1/4",
> 2 units each NPT coupling 1/4" and 1/8",
> 5 units flat nozzle,
> 4 units 90° nozzle,
> 1 unit Y-distributor,
> 1 unit shut-off valve, inside and outside,
> 1 unit shut-off valve, inside - 1/4"
> 1 unit grips

 1/4" 3356705

Coolant hoses basic equipment
1/2" - No. 1

> 6 units articulated hose 150 mm 
> 2 units each round nozzle 1/2" / 3/8" / 1/4",
> 2 units each NPT coupling 1/4" and 1/2",
> 1 unit flat nozzle,
> 3 units 90° round nozzle 1/2" / 3/8" / 1/4",
> 1 unit Y-distributor,
> 1 unit shut-off valve, inside and outside,
> 1 unit shut-off valve, inside - 1/2"
> 1 unit grips

1/2" 3356800

Universal coolant unit 230 V 3351999

> Max. delivery height 2.5 m / delivery rate 8 l/min

> Tank content 11 l / dimensions L x W x H: 370 x 245 x 170 mm

> Complete with tank, flexible tube, hose and switch/plug 
combination

> Magnetic base fastener for coolant hose

Coolant mist lubricator MMC1 3356663

> Magnetic base with a holding force of 75 kg

> Base size L x W x H: 62 x 50 x 55 mm

> Screw connection for external compressed air supply

> Flexible and stable hose with a length of 500 mm

Coolant hose KMS 2 3356660

> Insensitive to most solvents and chemicals

> Not electrically conductive

> Magnetic base holding force up to 50 kg

> Length of coolant hoses each 335 mm

> Hose connection 6 mm

> Coolant hoses ¼“ 

AQUACUT C1 3530030

> 10 litre cannister

> For mixing emulsions

> Drilling and cooling emulsion

> High-pressure resistant and containing mineral oil, for long tool life 
and clean surfaces

> Emulsifiable with water, microbe-resistant and kind to the skin
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Precision magnetic measuring stand 3356650

> Measuring column Ø 12 mm x 181 mm 

> Traverse Ø 10 mm x 160 mm

> Magnetic base L x W x H: 50 x 62 x 55 mm

> Holding force 50 kg

> Dial gauge holder with mounting hole for dial gauges, fine 
indicators, electrical length measuring probes

Measuring and test platen 3385060

> Dimensions L x W x H: 630 x 400 x 100 mm

> Precision 7 µ 

> Granite

> Thermally and dynamically stable

> Compressive strength 250 - 260 N/mm2

> DIN 876/0 

> Corrosion-free

Measuring accessories

indicators, electrical length measuring probes

Accessories Article no. Accessories Article no.
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Dial gauge 3385090

> Precision as per DIN 878

> Metal housing matt chrome plated 

> Clamping shank 8 mm 

> Scale 0.01 mm

> Measuring range 10 mm 

> Outer ring with two adjustable tolerance marks 

> Scale rotatable via outer ring for easy zeroing

Machine spirit level 3385064

> With prismatic base for levelling horizontal surfaces and shafts

> Compact and stress-free installation of the longitudinal spirit 
level guarantees constant precision

> Precision 0.02 mm/m

> Horizontal and longitudinal spirit level as per DIN 2276 Form B

> Eliminates time-consuming adjustment work

> Heat protected handle

> Dimensions: 200 mm x 46 mm x 46 mm

Accessories Article no. Accessories Article no.

 PLEASE NOTE

> These offers are intended exclusively for business owners, 
retailers and tradespersons who are making a purchase in 
pursuit of their profession or self-employment. This is an explicit 
CONDITION FOR THE CONCLUSION OF A CONTRACT. Consumers 
are not eligible to purchase as per Section 13 BGB (German Civil 
Code)

> The publication of this catalogue renders all previous price lists 
invalid.

> We accept no liability for printing errors, mistakes or incorrect 
representation.

> Subject to technical modifications and visual changes.
> Illustrations show accessories in some cases
> Delivery is effected solely on the basis of our terms of delivery 

and payment.
> The machines are delivered partly knocked down for transportation 

reasons.
> All items are sold through specialist retailers.
> The goods shall remain our property until payment has been 

received in full.
> Our retention of title shall remain valid in case of sale to a third-

party.
> Legal warranty conditions apply for businesses.
> Copying and reproduction in full or in part is subject to written 

approval by us.
> Please note that transport packaging surcharges apply for some 

machines in this catalogue to cover transport units, packaging 
and packaging overheads. These machines are appropriately 
marked in the catalogue.

> For products with a stated warranty: Information on the scope, 
duration, content and guarantor is available on www.optimum-
maschinen.de or can be requested from Optimum Maschinen 
Germany GmbH.

> The entire catalog is protected by copyright. About it in 
addition, to protect our products, we report brand-, patent 
and design rights, as far as this is possible in individual cases 
is. We emphatically oppose any violation of our intellectual 
property.

 GENERAL NOTES ON OPERATING OUR MACHINES

> Our machines must be supervised at all times during operation. 
Leaving the machine during operations constitutes gross 
negligence.

> The details on machine precision are found in the technical 
data of the catalogue pages. If you do not find any values here, 
please contact info@optimum-maschinen.de for more detailed 
information.

> The stated precisions are achieved under standardised 
conditions (correct installation of the machine and ambient 
temperature of 20 °C). The machines are not designed for 
continuous operation.

> Please note that operators are required to make conversions in 
the event of installing third-party chucks or flanged chucks to 
reach the stated, technically possible rotating diameter.

> All machines are designed S6-60% operation.

 OPERATION OF MACHINES WITH FREQUENCY CONVERTERS

> Electrical connection only by a qualified electrician
Machines with frequency inverters or inverters must not be ope-
rated via an ordinary plug. A permanent connection is required. 
The drive components conduct a high leakage current via the pro-
tective conductor. Touching conductive parts when the protective 
conductor is interrupted can result in death or serious injury.

> Building electrics:
In order to avoid tripping of residual current circuit breakers - if 
present in the building electrics - an all-current-sensitive residual 
current circuit breaker type B is required.
AC - sensitive AC type RCDs (AC only) are not suitable for frequen-
cy inverters. AC sensitive earth-leakage circuit breakers of type AC 
are no longer in use and are no longer permitted in Germany.
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Your specialist retailer:

metallkraft-machines.com holzstar.comholzkraft-machines.comoptimum-machines.com

aircraft-kompressoren.com cleancraft.euen.unicraft.deschweisskraft.com

Sales Germany:
OPTIMUM Maschinen Germany GmbH
Dr. Robert-Pfleger-Str. 26
96103 Hallstadt/Germany

Phone:	+49 (0) 9 51 - 96 555 - 0
e-Mail:	 info@optimum-maschinen.de

Sales Austria:
AIRCRAFT Kompressorenbau und 
Maschinengroßhandel GmbH
Gewerbestraße Ost 6
4921 Hohenzell / Austria

Phone:	+43 (0) 77 52 - 70 929 - 0
e-Mail:	info@aircraft.at
Web:	 www.aircraft.at

© OPTIMUM Maschinen Germany GmbH / Article no. 8000381-21
2020-10

YOU WILL FIND MORE PRODUCTS IN OUR MAIN CATALOGUES
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www.optimum-maschinen.de

DISCOVER OUR PRODUCT VIDEOS NOW!

Are you familiar with our YouTube channel, Optimum machines?

You will find a versatile and high quality selection of product videos here.

Subscribe to our YouTube channel, to avoid missing any of the new videos: www.youtube.
com/user/OptimumMaschinen

Optimum machines


